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Thank you for purchasing the Em-lite software for recharging prepayment cards. As part of your purchase you will have received a 
USB Recharging Station, a USB Security Dongle and an email with a Dropbox URL Link which allows you to download the  “RFID 
Card Charger.zip” folder.

Installing the Software

The zipped folder that you download from the dropbox link contains the Installation Wizard to install the Card Recharging software. 
To access the documents contained within the zipped folder, follow the following steps:

1. Download / Save the zip folder to your computer.
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3. Open the .zip file and double click the “Setup.exe” file and follow the steps below.



4 Before launching the RFID Card Manager software, make sure you have plugged in the USB dongle and the USB recharging 
station. Open the “RFID Card Manager” program.



If the USB dongle is not connected, the following message will appear and the software program will close. Plug in the USB dongle 
and restart the RFID Card Manager program.

5. Within the program, you have three tabs: Read Card; Charge Reusable Card; Settings. Go to the Settings tab to check the 
connection of the USB Recharging Station. For this example, we are using COM8, however this could be different on your PC.

If you have several COM ports available, you can check the COM number by going to Control Panel > Device Manager and 
checking the Ports (COM & LPT), the Recharging Station appears as “USB Serial Port”, if you have more than one, you can unplug 
the Recharging Station and plug it back in to identify the correct COM port.



6. Once you have connected the USB Recharging Station, you can go back to the “Read Card” tab. Place a reusable RFID card on 
the station and the software will show the card details automatically. If the card needs recharging, it will display as “Card Used”, if 
the card has credit on it, it will display as “Not Used”. If the Area Code area is not green, this indicates that the card does not match 
your Area Code meaning the card was purchased from a different vendor. For this example, we are using a £/€10 card.

6. Once the software has read the card, you can go to the “Charge Reusable Card” tab. Click the “Charge Reusable Card” button. If 
successful, it will display “Card Charged” and the value of the card will appear in the bottom left box.

The card now holds another single use and is ready to be returned to your customer or resold to a new customer.

If you require any further support for installing or using RFID Card Manager software, please
contact P & J Wales Meters directly on 01626 368 595.
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